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Material: Elastomer
Shrink Ratio: 2:1
Working Temperature:  -75°C to +150°C
Shrink Temperature: 90°C
Flammability: VW-1

Colours Available:

Material Specification:

All Specifications 
are Subject to 

change

Black

ColourLay flat width 
(pre-shrink)

Size (after 
shrink)

Size (pre-shrink)Part Number

Black-1.6mm3.2mmCHSDR-3.2

Black-2.4mm4.8mmCHSDR-4.8

Black-3.2mm6.4mmCHSDR-6.4

Black15mm4.8mm9.5mmCHSDR-9.5

Black20mm6.4mm12.7mmCHSDR-12.7

Black30mm9.5mm19.1mmCHSDR-19.1

Black40mm12.7mm25.4mmCHSDR-25.4

Black60mm19.1mm38.1mmCHSDR-38.1
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Typical ResultTest MethodSpecification RequirementProperty

<5%ASTM D 2671<10%Longitudinal Shrinkage

>13 MPaASTM D 63811.7 MPa minTensile Strength

>400%ASTM D 638200% minElongation at break

>12 MPaASTM D 63810.3 MPa minTensile strength after ageing 
(175oC, 168hrs)

>300%ASTM D 638200% minElongation after ageing 
(175oC, 168hrs)

No CrackASTM D 2671No CrackHeat shock (250oC, 4hrs)

No CrackASTM D 2671No CrackLow temperature flexibility 
(-55oC, 4hrs)

No BreakdownASTM D 26712500V, 60 sec, no breakdownDielectric voltage withstand

>16 KV/mmASTM S 267111.9 KV/mm minDielectric Strength

>109Ω cmASTM D 876109Ω cm minVolume resistivity

No CorrosionASTM D 2671No CorrosionCorrosion

PassUL224VW-1Flammability

C Tie (UK) Ltd, Unit 5 Axiom Business Park, 41 Balcombe Rd, Horley, Surrey, RH6 7HF, United Kingdom

C Tie (Europe) B.V, Oregondreef 42, 3565 BH Utrecht, Netherlands


