
This product has the certifications below:

D
ata Sheet –Printable H
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Material: Polyolefin
Shrink Ratio: 3:1
Working Temperature:  -55°C to +125°C
Shrink Temperature: 90°C
Flammability: VW-1

Colours Available:

Material Specification:

All Specifications 
are Subject to 

change

Yellow

White

Markers per 
reel

ColourMarker 
Length

Lay flat width 
(pre-shrink)

Size (after 
shrink)

Size (pre-
shrink)

Part Number

2000White505mm1mm3mmCHSPT-3.2-WHITE-
50

2000Yellow505mm1mm3mmCHSPT-3.2-
YELLOW-50

2000White508mm1.6mm4.8mmCHSPT-4.8-WHITE-
50

2000Yellow508mm1.6mm4.8mmCHSPT-4.8-
YELLOW-50

1500White5010mm2mm6mmCHSPT-6.4-WHITE-
50

1500Yellow5010mm2mm6mmCHSPT-6.4-
YELLOW-50

1000White5015mm3mm9mmCHSPT-9.5-WHITE-
50

1000Yellow5015mm3mm9mmCHSPT-9.5-
YELLOW-50

500White5020mm4mm12mmCHSPT-12.7-
WHITE-50

500Yellow5020mm4mm12mmCHSPT-12.7-
YELLOW-50

500White5030mm6mm18mmCHSPT-19.1-
WHITE-50

500Yellow5030mm6mm18mmCHSPT-19.1-
YELLOW-50

500White5040mm8mm24mmCHSPT-25.4-
WHITE-50

500Yellow5040mm8mm24mmCHSPT-25.4-
YELLOW-50

250White5057mm13.5mm38.1mmCHSPT-38.1-
WHITE-50

250Yellow5057mm13.5mm38.1mmCHSPT-38.1-
YELLOW-50
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Typical ResultTest MethodSpecification RequirementProperty

<5%ASTM D 2671<10%Longitudinal Shrinkage

>12 MPaASTM D 63810.4 MPa minTensile Strength

>400%ASTM D 638200% minElongation at break

>300%ASTM D 638100% minElongation after ageing 
(175oC, 168hrs)

No CrackASTM D 2671No CrackHeat shock (250oC, 4hrs)

No CrackASTM D 2671No CrackLow temperature flexibility 
(-55oC, 4hrs)

No BreakdownASTM D 26712500V, 60 sec, no breakdownDielectric voltage withstand

>25 KV/mmASTM S 267119.7 KV/mm minDielectric Strength

>1014Ω cmASTM D 8761014Ω cm minVolume resistivity

No CorrosionASTM D 2671No CorrosionCorrosion

PassUL224VW-1Flammability

PassSAE AS81531
MIL-STD-202

50 rubs, legible
30 strokes, legiblePrinting Performance

PassSAE AS81531Printing legibleFluid resistance (23℃, 24hrs)
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